
LED Controller

LED RGB Controller
No. Photo Part No. Description PRET

 (LEI)

1 SE-CF23
RGB RF Controller

Supply Voltage: DC5V~24V     Output: 3 Channel
Dimension: 74*110*24mm        Package: 95*140*50mm
Output Current: ≤10A/CH         N.W.: 190g  G.W.: 220g
Output Power: 12V<360W,  24V<720W
Distance: ≤50meter

62.0 lei

2 SE-CG04
RGB 2.4G Touching Controller

Supply Voltage: DC5V~24V     Output: 3 Channel
Dimension: 74*110*24mm        Package: 95*140*50mm
Output Current: ≤10A/CH         N.W.: 195g  G.W.: 230g
Output Power: 12V<360W,  24V<720W
Distance: ≤30meter

70.0 lei

3 SE-CG08
RGB 2.4G 28 Key Controller

Supply Voltage: DC5V~24V     Output: 3 Channel
Dimension: 74*110*24mm        Package: 95*140*50mm
Output Current: ≤10A/CH         N.W.: 195g  G.W.: 230g
Output Power: 12V<360W,  24V<720W
Distance: ≤30meter

64.0 lei

4 SE-CG03
RGB 2.4G Touching Controller

Supply Voltage: DC12V~24V    Output: 3 Channel
Dimension: 85*45*22mm           Package: 130*128*28mm
Output Current: ≤6A/CH            N.W.: 85g  G.W.: 125g
Output Power: 12V<216W,  24V<432W
Distance: ≤30meter

58.0 lei

5 SE-CG05
RGB 2.4G 28 Key Controller

Supply Voltage: DC12V~24V    Output: 3 Channel
Dimension: 85*45*22mm           Package: 105*60*35mm
Output Current: ≤6A/CH            N.W.: 80g  G.W.: 90g
Output Power: 12V<216W,  24V<432W

49.0 lei

Amplifier & Power Repeater
No. Photo Part No. Description PRET

 (LEI)

1 SE-FN01
RGB Amplifier

Supply Voltage: DC12V~24V    Output: 3 Channel
Dimension: 105*65*23mm         Package: 115*70*35mm
Output Current: ≤4A/CH            N.W.: 99g  G.W.: 125g
Output Power: 12V<144W,  24V<288W

32.0 lei

2 SE-FN02
RGBW Amplifier

Supply Voltage: DC12V~24V    Output: 4 Channel
Dimension: 81*64*24mm           Package: 115*70*35mm
Output Current: ≤6A/CH            N.W.: 90g  G.W.: 100g
Output Power: 12V<288W,  24V<576W

35.0 lei

3 SE-FN07
RGB Amplifier

Supply Voltage: DC12V~24V    Output: 3 Channel
Dimension: 110*90*25mm         Package: 195*118*30mm
Output Current: ≤10A/CH          N.W.: 170g  G.W.: 190g
Output Power: 12V<360W,  24V<720W

43.0 lei

LED Magic Controller
No. Photo Part No. Description PRET

 (LEI)

1 SE-HF02
RF Magic Controller

Supply Voltage: DC12V~24V    Output: 3 Channel
Dimension: 122*70*24mm         Package: 135*80*55mm
Output: 1 or 2 SPI Signal            N.W.: 190g  G.W.: 226g
Max Control Points: 1024 (Low-Speed) Points, 2048 (High-
Speed) Points; Controlled IC Model: HL1903, LPD6803, WS2811,
TM1803, TM1809 etc.

98.0 lei

LED RGBW Controller
NO. Picture Part No. Product Description PRET

 (LEI)

1 SE-WG03
RGBW 2.4G 28 Key Controller

Supply Voltage: DC12V~24V    Output: 4 Channel
Dimension: 85*45*22mm           Package: 105*60*35mm
Output Current: ≤6A/CH            N.W.: 80g  G.W.: 90g
Output Power: 12V<288W,  24V<576W

65.0 lei

2 SE-WG04
RGBW 2.4G Touching Controller

Supply Voltage: DC12V~24V    Output: 4 Channel
Dimension: 85*45*22mm           Package: 93*50*30mm
Output Current: ≤6A/CH            N.W.: 80g  G.W.: 90g
Output Power: 12V<288W,  24V<576W
Distance: 20~30meter, One Remote can control different
Controller

85.0 lei

LED RGB+CCT Controller
NO. Picture Part No. Product Description PRET

 (LEI)

1 SE-RGBWW-039
RGBWW Controller

Touch Screen WW+RGB+PW LED Controller
supply voltage:DC12~24V
external dimension:L85×W45×H22.5mm
output: 6 channels
output current: <6A( each channel )
output power: 12V<120W,  24V<240W
With memory function

88.0 lei

2 SE-RGBWW-092
RGBWW Remote

Touch Screen WW+RGB+PW LED Controller
supply voltage:DC12~24V
output: 6 channels
output current: <6A( each channel )
output power: 12V<120W,  24V<240W
Remote control distance: <=30M, can be set group and max
4groups, With memory function & Auto-synchronization function

70.0 lei

Color Temperature & Dimmable Controller
No. Photo Part No. Description PRET

 (LEI)

2 SE-SG06
2.4G 28 Key CCT Controller

Supply Voltage: DC12V~24V    Output: 2 Channel
Dimension: 85*45*22mm           Package: 105*60*35mm
Output Current: ≤6A/CH            N.W.: 80g  G.W.: 90g
Output Power: 12V<144W,  24V<288W
One Remote can control different Controller

86.0 lei

3 SE-TG04
2.4G 14 Key Dimmable Controller

Supply Voltage: DC12V~24V    Output: 2 Channel
Dimension: 85*45*22mm           Package: 105*60*35mm
Output Current: ≤6A/CH            N.W.: 70g  G.W.: 80g
Output Power: 12V<144W,  24V<288W
One Remote can control different Controller

96.0 lei

LED DMX Controller
No. Photo Part No. Description PRET

 (LEI)

1 SE-XS01
Coding Switch DMX Decoder

Supply Voltage: DC12V~24V    Output: 3/4 Channel
Dimension: 166*67*41mm         Package: 176*84*50mm
Output Current: ≤8A/CH            N.W.: 350g  G.W.: 408g
Output Power: 3CH: 12V<288W,  24V<576W
                         4CH: 12V<384W,  24V<768W

90.0 lei

2 SE-XS00
Digital Display DMX Decoder

Supply Voltage: DC12V~24V    Output: 3/4 Channel
Dimension: 166*65*40mm         Package: 176*84*50mm
Output Current: ≤8A/CH            N.W.: 300g  G.W.: 400g
Output Power: 3CH: 12V<288W,  24V<576W
                         4CH: 12V<384W,  24V<768W

100.0 lei

3 SE-XS03
Digital Display DMX Decoder

Supply Voltage: DC12V~24V    Output: 3/4 Channel
Dimension: 177*42*33mm         Package: 184*50*40mm
Output Current: ≤4A/CH            N.W.: 196g  G.W.: 220g
Output Power: 3CH: 12V<144W,  24V<288W
                         4CH: 12V<192W,  24V<384W

96.0 lei

4 SE-DMX1000
DMX Web Host

Working voltage: AC90-260V
Working consumption: Min 5.7W – Max 6.4W
Display resolution: 400x240
Control mode: resistive touch and buttons
Installation: 35mm rail
Input: EDX signal;  Output: DMX512 signal
Size: L206*W92*H61mm

1,350.0 lei

5 SE-DMX1206
EDX Touch Panel

Compatible with EDX, Can control 128 regions, can store 896 set
of scenarios, each group of scene control 512 circuits
The built-in timer, can set the fading of time; Through the network
programming; Can use the touch screen configuration
parameters directly, simple and clear.

525.0 lei

7
SE-USB-DMX

PC DMX Emulational Digital
Controller

USB-DMX512 Controller connect with PC USB, with friendly PC
operation interface to control the lamp, simply operation,
conveniently using. Include standard DMX 512 channels input,
DC/DC electricity seclusion, photo electricity seclusion. The USB
interface provide power directly, max working current 350mA,
inside RAM, data transmission swimmingly.

655.0 lei

8 SE-DMX2400
2.4G-DMX Signal Converter

Supply voltage: DC12-24V Static Power:  <1W
Support Max Channel: 512
Launch  Power:  20dBm
Transmitting Frequency:  2.4GHz
Transmitting Distance:  200mt
Size:  L130*W66*H46 mm

235.0 lei


